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22nd August 2010 
Good afternoon matthew, thank you for coming back and working with us again on this very important new electricity project. We have described to you the major components which fit together in this device, and described very roughly the flow of energy through these components. We’d like to talk at a bit more length about the magnetism which acts on the copper winding at the very start of this process, because obviously it is the key to the success of the whole generation activity, and as such it’s very important that it’s very well understood
There will be a great deal of specific information that is passed through you in a short while, describing this in ways which frankly you and many of your readers will not understand, but we shan’t dwell on that fact at this point in time

We want to talk to you generally about this magnetic field as it is wrapped around the Earth; we want to give some information about the nature of it. So as you are aware there is a magnetic field; there is a network of magnetic lines – the magnetosphere – which are wrapped around the globe. But also this magnetic activity is present throughout the Earth’s crust. This is generated to a great extent by the nature of the core of the Earth. We are not going to go into this in too much detail

Suffice to say that this network of interconnecting magnetic lines – ley lines they are sometimes referred to as – vary quite considerably in the strength of the energy that flows through them. So we would suggest that you might separate these into perhaps primary, secondary and tertiary magnetic energy lines

The level of energy which flows through these different grades of line varies quite considerably and these variations also are present at various points around the globe where you will find anomalies which exist within this grid. These are both of a positive and a negative aspect if you like, in that there are places that appear to have a much higher level of magnetic activity and also spots exist where one would expect the activity to be more than it actually is. So there are some winners and some losers in this process
But it’s important to note that these lines of magnetic energy are able to be identified – they are able to be pinpointed really very closely – this will not be achieved by any use of your current technology. So there will not be if you like a device which is similar perhaps to a modern day Geiger counter which would measure emitted radiation; there will not be a device which measures the strength of the magnetism which will be sufficient for use in this way. 

There will however be a quite straightforward and really very simple process of divining the location of these lines very accurately, and there are individuals alive today who possess these abilities very definitely, and they will employ these skills to accurately pinpoint the location of this magnetic field activity; very similar if you like to divining of subterranean water courses. Obviously of a completely different nature, but a very similar type of skill employed

The other thing we’d like to say in this piece is the scalability of this device which generates the new electricity is to a great extent limitless. Banks of these generating devices will be able to sit side by side, and they will also be able to sit end to end; there will be no depletion if you like in the magnetic energy flowing through these devices whether they sit at either end or side to side; in other words their effectiveness is not at all dependent upon their location within this grid of locations

We are hoping very much to be able to send you much more accurate and detailed information about all of the various components of the device. In particular the one area which is going to require a lot of attention and work is that of the crystals themselves – the crystals positioned within the gain medium of the laser type device, because it is here that the amplification of the light energy is achieved, and as we think one or two of your close followers have already pointed out, its is the quality of the preparation of the cutting and shaping and forming of these crystals which will be crucial in the ability to amplify the light which is then recovered later in the sequence through the photo-voltaic cell

There are also a number of devices which can be built into the overall system which will go some way towards mitigating any of the energy losses which you would naturally expect to occur in a complicated process such as this. Again these will be built around your existing technology but they will incorporate other components and devices which will prove remarkably successful in preventing an overall leakage from the system

So we hope you find this interesting; we hope to work with you regularly and before too long in much more detail. Good afternoon 
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